










Dimensions

vacuum and pressure gauge connections G 1/2
outlet manometer connection

inlet manometer connection

suction and discharge fl ange water

subject to change, not valid for construction

arrrangement for 4 holes
arrrangement for 8 holes
arrrangement for 12 holes

D3 = number of holes

suction fl ange foam

b C C1 C2 C3 C4 C5 C6 C7 C8 E H1 H2 H4 DN PN RS DN

120.3 320 892 55 782 391 90 115 12 370 330 1115 316 358 574 100 16 4“ SAE 1 1/4“ 32

120.6 320 925 55 815 407.5 97 115 12 370 330 1155 316 358 574 100 16 4“ SAE 1 1/4“ 32

150.3 370 994 60 874 437 102 135 14 420 380 1249 371 403 615 125 16 5“ SAE 1 1/4“ 32

150.6 370 1071 60 951 475.5 86 135 14 420 380 1310 371 403 615 125 16 5“ SAE 1 1/2“ 40

240.1 400 1046 60 926 463 95 155 14 420 380 1310 383 423 615 150 16 6“ SAE 1 1/4“ 32

240.3 400 1079 60 959 479.5 102 155 14 420 380 1350 383 423 615 150 16 6“ SAE 1 1/4“ 32

240.6 400 1215 60 1095 547.5 87 155 14 420 380 1476 383 433 615 150 16 6“ SAE 2“ 50

300.1 440 1112 60 992 496 90 170 14 460 420 1398 423 443 700 150 16 6“ SAE 1 1/4“ 32

300.3 440 1222 60 1102 551 81 170 14 460 420 1449 423 443 700 150 16 6“ SAE 1 1/2“ 40

300.6 440 1281 60 1161 580.5 82 170 14 460 420 1564 423 453 700 150 16 6“ SAE 2“ 50

360.1 460 1175 70 1035 517.5 107 180 14 460 420 1478 423 458 820 200 16 8“ SAE 1 1/4“ 32

360.3 460 1311 70 1171 585.5 92 180 14 460 420 1604 423 468 820 200 16 8“ SAE 2“ 50

360.6 460 1330 70 1190 595 130 180 14 460 420 1674 423 478 820 200 16 8“ SAE 2 1/2“ 65

450.1 480 1265 70 1125 562.5 107 195 14 500 450 1594 458 493 820 200 16 8“ SAE 1 1/4“ 32

450.3 480 1401 70 1261 630.5 92 195 14 500 450 1720 458 503 820 200 16 8“ SAE 2“ 50

450.6 480 1420 70 1280 640 130 195 14 500 450 1790 458 513 820 200 16 8“ SAE 2 1/2“ 65

600.1 520 1329 70 1189 594.0 107 210 18 550 500 1691 483 533 850 250 16 10“ SAE 1 1/4“ 32

600.3 520 1484 70 1344 672.0 130 210 18 550 500 1887 483 553 850 250 16 10“ SAE 2 1/2“ 65

600.6 520 1556 70 1426 713 116 210 18 550 500 1955 483 563 850 250 16 10“ SAE 3“ 80

750.1 550 1422 70 1282 641 91 210 18 550 500 1779 478 548 850 300 16 12“ SAE 1 1/2“ 40

750.3 550 1500 70 1360 680 130 210 18 550 500 1914 478 568 850 300 16 12“ SAE 2 1/2“ 65

750.6 550 1662 70 1522 761.0 110 210 18 550 500 2067 478 593 850 300 16 12“ SAE 4“ 100

900.1 740 1579 75 1429 714.5 91 245 18 680 620 1969 633 658 880 300 16 12“ SAE 1 1/2“ 40

900.3 740 1657 75 1507 753.5 130 245 18 680 620 2104 633 688 880 300 16 12“ SAE 2 1/2“ 65

900.6 740 1819 75 1669 834.5 110 245 18 680 620 2257 633 703 880 300 16 12“ SAE 4“ 100
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Leistritz Screw Pump Program

LEISTRITZ PUMPEN GMBH
P.O. Box 30 41
D-90014 Nuremberg/Germany
Markgrafenstrasse 29-39
D-90459 Nuremberg/Germany
Phone:  +49 9 11/43 06 - 0
Fax:  +49 9 11/43 06 - 490
E-Mail:  pumpen@leistritz.com

LEISTRITZ ITALIA SRL
Via dei Fontanili, 26
I-20141Milan /Italy
Phone:  +39 02 84477 451
 +39 02 84477 505
Fax.:  +39 02 84477 444 
E-Mail:  pompeitalia@leistritz.com

Your Leistritz Partner:

LEISTRITZ PUMPEN GMBH

Series Use for Leistritz Screw 

Pump

Max. Performance Data

Capacity Differential 
Pressure  

Viscosity Pumping 
Temperature 

L2 Low pressure duty, suitable 
for transport of light abrasive 
and corrosive, high or low vis-
cous fl uids with poor or good 
lubricity.

900 m3/h
[3,960 gpm]

16 bar
[232 psi]

100,000 cSt
[mm2/s]

280°C 
[536°F]

L3N Low pressure duty, suitable 
for transport of non abrasive 
lubricating fl uids.

700 m3/h
[3,100 gpm]

16 bar 
[232 psi]

15,000 cSt
[mm2/s]

180°C 
[356°F]

L3M Medium pressure duty, suita-
ble for transport of non abra-
sive lubricating fl uids.

300 m3/h
[1,320 gpm]

80 bar 
[1,160 psi]

10,000 cSt
[mm2/s]

280°C 
[536°F]

L3H High pressure duty, suitable 
for transport of non abrasive 
lubricating fl uids.

200 m3/h
[880 gpm]

160 bar 
[2,320 psi]

10,000 cSt
[mm2/s]

280°C 
[536°F]

L3V/U Ultra high pressure duty suit-
able for transport of light 
abrasive and corrosive, high 
or low viscous fl uids with poor 
or good lubricity.

180 m3/h
[792 gpm]

280 bar 
[4,060 psi]

1,000 cSt
[mm2/s]

280°C 
[536°F]

L4 Low, medium and high  pres-
sure duty, suitable for trans-
port of  abrasive/non abra-
sive, corrosive/non corrosive, 
lubricating/non lubricating, 
high or low viscous fl uids.

5,0000 m3/h
[22,000 gpm]

150 bar 
[2,175 psi]

150,000 cSt
[mm2/s]

350°C 
[662°F]

L5 Low pressure duty, suitable 
for transport of light abrasive 
and corrosive, high or low vis-
cous fl uids with poor or good 
lubricity.

1,700 m3/h
[7,500 gpm]

10 bar 
[145 psi]

100,000 cSt
[mm2/s]

280°C 
[536°F]

LEISTRITZ PUMPEN GMBHLEISTRITZ PUMPEN GMBH

1.
2 

- 
39

 e
 0

3/
10

 0
,2

‘ t
ü

Screw Pumps & Systems

Leistritz

Proportioning 

System




